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TECHNICAL GUIDE
H2.0-3.5UT SERIES
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TRUCK DIMENSIONS
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Maximum
fork height
h3 + s (mm)

Mast tilt
Lowered

height
h1 (mm)

Extended height
h4 (mm) (1)

Extended height
h4 (mm) (2)

Free lift
height

h2 + s (m) (1)

Without Sideshift
FWD

tilt
(°)

Back 
tilt
(°)

H2.0UT

Single Tyre Dual Tyre

2-
ST

A
G

E 
LI

M
IT

ED
 F

RE
E 

LI
FT 3000 6 12 2010 3575 3990 160 2000 —

3300 6 12 2160 3875 4290 160 2000 —

3700 6 6 2360 4275 4690 160 2000 —

3-
ST

A
G

E 
FU

LL
 F

RE
E 

LI
FT 4500 6 6 2060 5017 5490 1440 1600 1800

4800 6 6 2160 5317 5790 1540 1250 1700

5500 3 6 2425 6017 6490 1800 900 1400

H2.0UT RATED CAPACITY KG@ 500 MM LOAD CENTRE

H2.5UT RATED CAPACITY KG@ 500 MM LOAD CENTRE

H3.0UT RATED CAPACITY KG@ 500 MM LOAD CENTRE

H3.5UT RATED CAPACITY KG@ 500 MM LOAD CENTRE

Maximum
fork height
h3 + s (mm)

Mast tilt
Lowered

height
h1 (mm)

Extended height
h4 (mm) (1)

Extended height
h4 (mm) (2)

Free lift
height

h2 + s (m) (1)

Without Sideshift
FWD

tilt
(°)

Back 
tilt
(°)

H2.5UT

Single Tyre Dual Tyre

2-
ST

AG
E 

LI
M

IT
ED

 F
RE

E 
LI

FT 3000 6 12 2010 3575 3990 160 2500 —

3300 6 12 2160 3875 4290 160 2500 —

3700 6 6 2360 4275 4690 160 2500 —

3-
ST

AG
E 

FU
LL

 F
RE

E 
LI

FT 4500 6 6 2060 5017 5490 1440 2000 2300

4800 6 6 2160 5317 5790 1540 1700 2000

5500 3 6 2425 6017 6490 1800 1200 1600

Maximum
fork height
h3 + s (mm)

Mast tilt
Lowered

height
h1 (mm)

Extended height
h4 (mm) (1)

Extended height
h4 (mm) (2)

Free lift
height

h2 + s (m) (1)

Without Sideshift
FWD

tilt
(°)

Back 
tilt
(°)

H3.0UT

Single Tyre Dual Tyre

2-
ST

AG
E 

LI
M

IT
ED

 F
RE

E 
LI

FT 3000 6 12 2075 3640 4100 165 3000 —

3300 6 12 2225 3940 4400 165 3000 —

3700 6 6 2425 4340 4800 165 3000 —

3-
ST

AG
E 

FU
LL

 F
RE

E 
LI

FT 4500 6 6 2125 5100 5600 1525 2500 2700

4800 6 6 2225 5400 5900 1625 2250 2450

5500 3 6 2490 6100 6600 1880 1650 2100

Maximum
fork height
h3 + s (mm)

Mast tilt
Lowered

height
h1 (mm)

Extended height
h4 (mm) (1)

Extended height
h4 (mm) (2)

Free lift
height

h2 + s (m) (1)

Without Sideshift
FWD

tilt
(°)

Back 
tilt
(°)

H3.5UT

Single Tyre Dual Tyre

2-
ST

AG
E 

LI
M

IT
ED

 F
RE

E 
LI

FT 3000 6 12 2150 3700 4100 165 3500 —

3300 6 12 2300 4000 4400 165 3500 —

3700 6 6 2500 4400 4800 165 3500 —

3-
ST

AG
E 

FU
LL

 F
RE

E 
LI

FT 4500 6 6 2200 5140 5600 1525 2800 3000

4800 6 6 2300 5440 5900 1625 2500 2750

5500 3 6 2565 6140 6600 1880 1800 2300

MAST AND CAPACITY INFORMATION
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H2.0UT
1-1

1-2

1-3

1-4

1-5

1-6

1-8

1-9

2-1

2-2-1

2-3-1

3-1

3-2

3-3

3-5

3-6

3-7

4-1

4-2

4-3

4-4

4-5

4-7

4-7-1

4-8

4-12

4-19

4-20

4-21

4-22

4-23

4-24

4-31

4-32

4-34-1

34-4

4-35

4-36

4.42

4.43

5-1

5-2

5-3

5-5

5-7

5-9

5-10

7-5

G
EN

ER
A

L
W

EI
G

H
T

W
H

EE
LS

D
IM

EN
SI

O
N

S
PE

RF
O

RM
A

N
CE

Manufacturer

Model designation

Engine / transmission

Brake type

Drive

Operator type

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service weight

Axle loading with load, front / rear

Axle loading without load, front / rear

Tyre type

Tyre size, front

Tyre size, front

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast / fork carriage forward / backward

Height, mast lowered

Free lift (1)

Lift (1)

Height, mast extended (2)

Height of overhead guard (cabin) (3)

Cab height (open cab)

Seat height relating to SIP (4)

Coupling height

Overall length

Length to face of forks

Overall width (5)

Fork dimensions DIN ISO 2331

Fork carriage ISO 2328, class/type A, B

Fork carriage width (6)

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 × 1200 crossways

Aisle width for pallets 800 × 1200 lengthways

Turning radius

Internal turning radius

Step height (from ground to running board)

Step height (between intermediate steps between running board and floor)

Travel speed with / without load

Lifting speed with / without load

Lowering speed with / without load

Drawbar pull, laden/unladen (7)

Gradeability - 1.6 km/h, with / without load (8)

Acceleration time, laden/unladen

Service brake

Fuel consumtion according to VDI cycle (9)

HYSTER

H2.0UT

Drum

Diesel

Seated

2.0

500

475

1600

3390

4760           630

1540          1850

Superelastic

7.00-12NHS-12

6.00-9NHS-10

2x / 2

970

980

6 / 12

2010

160

3000

3575

2180

2205

1167

250

3630

2560

1150 / 1590

X 122 X 1070

II A

1040

125

150

3966

3766

2290

136

430

697

20.0           20.0

0.54           0.57

0.43           0.40

20000         11000

23           27

14.0             9.0

Hydraulic

3.1

HYSTER

H2.0UT

Drum

Diesel

Seated

2.0

500

475

1600

3390

4760           630

1540          1850

Superelastic

7.00-12NHS-12

6.00-9NHS-10

2x / 2

970

980

6 / 12

2010

160

3000

3575

2180

2205

1167

250

3630

2560

1150 / 1590

X 122 X 1070

II A

1040

125

150

3966

3766

2290

136

430

697

20.0           20.0

0.54           0.57

0.43           0.40

10219         8589

10.4            22.4        

14.0             9.0

Hydraulic

2.6

HYSTER

H2.0UT

Drum

LPG

Seated

2.0

500

475

1600

3390

4760            630

1540           1850

Superelastic

7.00-12NHS-12

6.00-9NHS-10

2x / 2

970

980

6 / 12

2010

160

3000

3575

2180

2205

1167

250

3630

2560

1150 / 1590

40 X 122 X 1070

II A

1040

125

150

3966

3766

2290

136

430

697

19.0           19.0

0.50             0.53

0.42             0.39

12711          8589

13.1            22.4

13.0               8.0

Hydraulic

3.3

HYSTER

H2.0UT

Drum

Dual Fuel

Seated

2.0

500

475

1600

3390

4760         630

1540          1850

Superelastic

7.00-12NHS-12

6.00-9NHS-10

2x / 2

970

980

6 / 12

2010

160

3000

3575

2180

2205

1167

250

3630

2560

1150 / 1590

122 X 1070

II A

1040

125

150

3966

3766

2290

136

430

697

19.0            19.0

0.57             0.60

0.45             0.42

12711           8589

13.1             22.4

13.0               8.0

Hydraulic

3.5

Q1

c

x

y

b10

b11

h1

h2

h3

h4

h6

h7

h10

l1

l2

b1/b2

s/e/l

b3

m1

m2

Ast

Ast

Wa

b13

t

mm

mm

mm

kg

kg

kg

mm

mm

(°)

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

km/h

m/s

m/s

N

%

s

l/h

Kubota 2.4L 
Powershift

1-speed

Yanmar 2.6L 
Powershift

1-speed

GCT K25
Powershift

1-speed

GCT K25
Powershift

1-speed
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H2.5UT
1-1

1-2

1-3

1-4

1-5

1-6

1-8

1-9

2-1

2-2-1

2-3-1

3-1

3-2

3-3

3-5

3-6

3-7

4-1

4-2

4-3

4-4

4-5

4-7

4-7-1

4-8

4-12

4-19

4-20

4-21

4-22

4-23

4-24

4-31

4-32

4-34-1

34-4

4-35

4-36

4.42

4.43

5-1

5-2

5-3

5-5

5-7

5-9

5-10

7-5

G
EN

ER
A

L
W

EI
G

H
T

W
H

EE
LS

D
IM

EN
SI

O
N

S
PE

RF
O

RM
A

N
CE

Manufacturer

Model designation

Engine / transmission

Brake type

Drive

Operator type

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service weight

Axle loading with load, front / rear

Axle loading without load, front / rear

Tyre type

Tyre size, front

Tyre size, front

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast / fork carriage forward / backward

Height, mast lowered

Free lift (1)

Lift (1)

Height, mast extended (2)

Height of overhead guard (cabin) (3)

Cab height (open cab)

Seat height relating to SIP (4)

Coupling height

Overall length

Length to face of forks

Overall width (5)

Fork dimensions DIN ISO 2331

Fork carriage ISO 2328, class/type A, B

Fork carriage width (6)

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 × 1200 crossways

Aisle width for pallets 800 × 1200 lengthways

Turning radius

Internal turning radius

Step height (from ground to running board)

Step height (between intermediate steps between running board and floor)

Travel speed with / without load

Lifting speed with / without load

Lowering speed with / without load

Drawbar pull, laden/unladen (7)

Gradeability - 1.6 km/h, with / without load (8)

Acceleration time, laden/unladen

Service brake

Fuel consumtion according to VDI cycle (9)

HYSTER

H2.5UT

Drum

Diesel

Seated

2.5

500

475

1600

3650

5320           650

1500          2150

Superelastic

7.00-12NHS-12

6.00-9NHS-10

2x / 2

970

980

6 / 12

2010

160

3000

3575

2180

2205

1167

250

3690

2620

1150 / 1590

122 X 1070

II A

1040

125

150

4026

3826

2350

136

430

697

20.0            20.0

0.54            0.57

0.43           0.40

20000         11000

22                26

14.0               9.0

Hydraulic

3.3

HYSTER

H2.5UT

Drum

Diesel

Seated

2.5

500

475

1600

3650

5320           650

1500          2150

Superelastic

7.00-12NHS-12

6.00-9NHS-10

2x / 2

970

980

6 / 12

2010

160

3000

3575

2180

2205

1167

250

3690

2620

1150 / 1590

122 X 1070

II A

1040

125

150

4026

3826

2350

136

430

697

20.0            20.0

0.54            0.57

0.43           0.40

10118             8259

8.8              19.5

14.0               9.0

Hydraulic

2.6

HYSTER

H2.5UT

Drum

LPG

Seated

2.5

500

475

1600

3650

5400          650

1500         2150

Superelastic

7.00-12NHS-12

6.00-9NHS-10

2x / 2

970

980

6 / 12

2010

160

3000

3575

2180

2205

1167

250

3690

2620

1150 / 1590

122 X 1070

II A

1040

125

150

4026

3826

2350

136

430

697

17.5           18.0

0.50          0.53

0.42          0.39

12585           8259

11.0            19.5

13.0             8.0

Hydraulic

3.5

HYSTER

H2.5UT

Drum

Dual Fuel

Seated

2.5

500

475

1600

3650

5400           650

1500          2150

Superelastic

7.00-12NHS-12

6.00-9NHS-10

2x / 2

970

980

6 / 12

2010

160

3000

3575

2180

2205

1167

250

3690

2620

1150 /1590

X 122 X 1070

II A

1040

125

150

4026

3826

2350

136

430

697

17.5           18.0

0.50          0.53

0.42          0.39

12585           8259

11.0            19.5

13.0             8.0

Hydraulic

3.5

Q1

c

x

y

b10

b11

h1

h2

h3

h4

h6

h7

h10

l1

l2

b1/b2

s/e/l

b3

m1

m2

Ast

Ast

Wa

b13

t

mm

mm

mm

kg

kg

kg

mm

mm

(°)

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

km/h

m/s

m/s

N

%

s

l/h

Kubota 2.4L 
Powershift

1-speed

Yanmar 2.6L 
Powershift

1-speed

GCT K25
Powershift

1-speed

GCT K25
Powershift

1-speed
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H3.0UT
1-1

1-2

1-3

1-4

1-5

1-6

1-8

1-9

2-1

2-2-1

2-3-1

3-1

3-2

3-3

3-5

3-6

3-7

4-1

4-2

4-3

4-4

4-5

4-7

4-7-1

4-8

4-12

4-19

4-20

4-21

4-22

4-23

4-24

4-31

4-32

4-34-1

34-4

4-35

4-36

4.42

4.43

5-1

5-2

5-3

5-5

5-7

5-9

5-10

7-5

G
EN

ER
A

L
W

EI
G

H
T

W
H

EE
LS

D
IM

EN
SI

O
N

S
PE

RF
O

RM
A

N
CE

Manufacturer

Model designation

Engine / transmission

Brake type

Drive

Operator type

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service weight

Axle loading with load, front / rear

Axle loading without load, front / rear

Tyre type

Tyre size, front

Tyre size, front

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast / fork carriage forward / backward

Height, mast lowered

Free lift (1)

Lift (1)

Height, mast extended (2)

Height of overhead guard (cabin) (3)

Cab height (open cab)

Seat height relating to SIP (4)

Coupling height

Overall length

Length to face of forks

Overall width (5)

Fork dimensions DIN ISO 2331

Fork carriage ISO 2328, class/type A, B

Fork carriage width (6)

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 × 1200 crossways

Aisle width for pallets 800 × 1200 lengthways

Turning radius

Internal turning radius

Step height (from ground to running board)

Step height (between intermediate steps between running board and floor)

Travel speed with / without load

Lifting speed with / without load

Lowering speed with / without load

Drawbar pull, laden/unladen (7)

Gradeability - 1.6 km/h, with / without load (8)

Acceleration time, laden/unladen

Service brake

Fuel consumtion according to VDI cycle (9)

HYSTER

H3.0UT

Drum

Diesel

Seated

3.0

500

490

1700

4300

6490           770

1710           2590

Superelastic

15NHS-14PR

10NHS-10PR

2x / 2

1000

970

6 / 12

2075

165

3000

3640

2205

2230

1192

480

3804

2734

1210 / 1650

122 X 1070

III A

1100

130

145

4126

3926

2430

203

455

722

20.0            20.0

0.46            0.49

0.08           0.36

22000          12500

20                25

12.0               8.0

Hydraulic

3.5

HYSTER

H3.0UT

Drum

Diesel

Seated

3.0

500

490

1700

4300

6490           770

1710           2590

Superelastic

15NHS-14PR

10NHS-10PR

2x / 2

1000

970

6 / 12

2075

165

3000

3640

2205

2230

1192

480

3804

2734

1210 / 1650

122 X 1070

III A

1100

130

145

4126

3926

2430

203

455

722

20.0            20.0

0.46            0.49

0.08           0.36

12875           9498

14.0              18.0

12.0               8.0

Hydraulic

4.6

HYSTER

H3.0UT

Drum

LPG

Seated

3.0

500

490

1700

4300

6490          810

1710          2590

Superelastic

15NHS-14PR

10NHS-14PR

2x / 2

1000

970

6 / 12

2075

165

3000

3640

2205

2230

1192

480

3804

2734

1210 / 1650

122 X 1070

III A

1100

130

145

4126

3926

2430

203

455

722

18.0         19.0

0.40         0.43

0.40         0.38

14720        14720

13.0          19.0

13.0           8.0

Hydraulic

3.5

HYSTER

H3.0UT

Drum

Dual Fuel

Seated

3.0

500

490

1700

4300

6490          810

1710          2590

Superelastic

15NHS-14PR

10NHS-16PR

2x / 2

1000

970

6 / 12

2075

165

3000

3640

2205

2230

1192

480

3804

2734

1210 / 1650

122 X 1070

III A

1100

130

145

4126

3926

2430

203

455

722

18.0         19.0

0.40         0.43

0.40         0.38

14720        14720

13.0          19.0

13.0           8.0

Hydraulic

3.5

Q1

c

x

y

b10

b11

h1

h2

h3

h4

h6

h7

h10

l1

l2

b1/b2

s/e/l

b3

m1

m2

Ast

Ast

Wa

b13

t

mm

mm

mm

kg

kg

kg

mm

mm

(°)

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

km/h

m/s

m/s

N

%

s

l/h

Kubota 2.4L 
Powershift

1-speed

Yanmar 2.6L 
Powershift

1-speed

GCT K25
Powershift

1-speed

GCT K25
Powershift

1-speed
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H3.5UT
1-1

1-2

1-3

1-4

1-5

1-6

1-8

1-9

2-1

2-2-1

2-3-1

3-1

3-2

3-3

3-5

3-6

3-7

4-1

4-2

4-3

4-4

4-5

4-7

4-7-1

4-8

4-12

4-19

4-20

4-21

4-22

4-23

4-24

4-31

4-32

4-34-1

34-4

4-35

4-36

4.42

4.43

5-1

5-2

5-3

5-5

5-7

5-9

5-10

7-5

G
EN

ER
A

L
W

EI
G

H
T

W
H

EE
LS

D
IM

EN
SI

O
N

S
PE

RF
O

RM
A

N
CE

Manufacturer

Model designation

Engine / transmission

Brake type

Drive

Operator type

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service weight

Axle loading with load, front / rear

Axle loading without load, front / rear

Tyre type

Tyre size, front

Tyre size, front

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast / fork carriage forward / backward

Height, mast lowered

Free lift (1)

Lift (1)

Height, mast extended (2)

Height of overhead guard (cabin) (3)

Cab height (open cab)

Seat height relating to SIP (4)

Coupling height

Overall length

Length to face of forks

Overall width (5)

Fork dimensions DIN ISO 2331

Fork carriage ISO 2328, class/type A, B

Fork carriage width (6)

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 × 1200 crossways

Aisle width for pallets 800 × 1200 lengthways

Turning radius

Internal turning radius

Step height (from ground to running board)

Step height (between intermediate steps between running board and floor)

Travel speed with / without load

Lifting speed with / without load

Lowering speed with / without load

Drawbar pull, laden/unladen (7)

Gradeability - 1.6 km/h, with / without load (8)

Acceleration time, laden/unladen

Service brake

Fuel consumtion according to VDI cycle (9)

HYSTER

H3.5UT

Drum

Diesel

Seated

3.5

500

510

1700

4710

7250            960

1690            3020

Superelastic

15NHS-14PR

10NHS-10PR

2x / 2

1000

970

6 / 12

2150

165

3000

3700

2205

2230

1192

480

3894

2824

1210 / 1650

122 X 1070

III A

1100

130

145

4210

4010

2500

203

455

722

20.0          20.0

0.34            0.37

0.38            0.36

22000         12500

19              24

12.0               8.0

Hydraulic

3.8

HYSTER

H3.5UT

Drum

Diesel

Seated

3.5

500

510

1700

4710

7250            960

1690            3020

Superelastic

15NHS-14PR

10NHS-10PR

2x / 2

1000

970

6 / 12

2150

165

3000

3700

2205

2230

1192

480

3894

2824

1210 / 1650

122 X 1070

III A

1100

130

145

4210

4010

2500

203

455

722

20.0          20.0

0.34            0.37

0.38            0.36

13516            9676

10.9             19.0

12.0               8.0

Hydraulic

4.6

HYSTER

H3.5UT

Drum

LPG

Seated

3.5

500

510

1700

4710

7250           960

1690          3020

Superelastic

15NHS-14PR

10NHS-10PR

2x / 2

1000

970

6 / 12

2150

165

3000

3700

2205

2230

1192

480

3894

2824

1210 / 1650

122 X 1070

III A

1100

130

145

4210

4010

2500

203

455

722

17.5           18.0

0.33           0.36

0.40          0.38

12732           9676

10.0            19.5

14.0             

9.0Hydraulic

4.3

HYSTER

H3.5UT

Drum

Dual Fuel

Seated

3§.5

500

510

1700

4710

7250           960

1690          3020

Superelastic

15NHS-14PR

10NHS-10PR

2x / 2

1000

970

6 / 12

2150

165

3000

3700

2205

2230

1192

480

3894

2824

1210 / 1650

122 X 1070

III A

1100

130

145

4210

4010

2500

203

455

722

17.5           18.0

0.33           0.36

0.40          0.38

12732           9676

10.0            19.5

14.0             9.0

Hydraulic

4.3

Q1

c

x

y

b10

b11

h1

h2

h3

h4

h6

h7

h10

l1

l2

b1/b2

s/e/l

b3

m1

m2

Ast

Ast

Wa

b13

t

mm

mm

mm

kg

kg

kg

mm

mm

(°)

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

km/h

m/s

m/s

N

%

s

l/h

Kubota 2.4L 
Powershift

1-speed

Yanmar 2.6L 
Powershift

1-speed

GCT K25
Powershift

1-speed

GCT K25
Powershift

1-speed
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Load centre - distance from 
front of forks to centre of 
gravity of load.

Rated load - based on 
vertical mast.

RA
TE

D 
LO

AD
 (k

g)

LOAD CENTRE (mm)
0 250 500 750 1 000 1 250 1 500

RATED CAPACITIES

POWERTRAINS

MODEL TABLE NOTES:
Specifications are affected by the condition of the vehicle and how it is equipped, as well 
as the nature and condition of the operating area. Inform your dealer of the nature and 
condition of the intended operating area when purchasing your Hyster® truck.

(1)	 Top of forks
(2)	 Without load backrest
(3)	 h6 subject to +/- 5 mm tolerance. 
(4)	 Full suspension seat in depressed position.
(5)	 Standard/Wide/Dual. 
(6)	 add 32mm with load backrest
(7)	 At 1.6km/h
(8)	 At 4.8km/h
(9)	 Variable
(10)	 LPAZ, measured according to the test cycles and based on the  

weighting values contained in EN12053

MAST CAPACITY TABLE NOTES:
(1)	 Without load backrest
(2)	 With load backrest  

NOTICE:
Care must be exercised when handling elevated loads.  
Operators must be trained and must read, understand and follow the 
instructions contained in the Operating Manual.

All values are nominal values and they are subject to tolerances.  
For further information, please contact the manufacturer.

Hyster products are subject to change without notice.

Lift trucks illustrated may feature optional equipment.  
Values may vary with alternative configurations.

Specification data is based on VDI 2198.

Spec sheet truck based on :-	

3000mmTOF 2 stage LFL mast with standard carriage,  
1000 mm forks with manual levers	

M
IS

C,
EN

G
IN

E
D

RI
VE

G
EN

ER
A

L

Operating pressure for attachments

Oil volume for attachments (10)

Hydraulic oil tank, capacity

Fuel tank, capacity

Sound pressure level at the driver’s seat (11)

Guaranteed sound power 2001/14/EC

Towing coupling, type DIN 15170

Engine manufacturer / model

Engine power output according to ISO 1585

Rated speed

Engine torque @rpm (1/min)

Number of cylinders / displacement

Drive control / transmission

Service brake

Parking brake

Manufacturer

Model designation

Powertrain / drivetrain

10-1

10-2

10-3

10-4

10-7

10-7-1

10-8

7-1

7-2

7-3

7-3-1

7-4

8-1

8-11

8-12

1-1

1-2

1-3

Lpaz

Lwaz

bar

l/min

l

l

dB(A)

dB

kW

rpm

N-m

# / cm3

Type / #

Type

Type

0 - 175

64

60.0 / 70.0

60.0 / 70.0

84

104

Yes/Pin

Kubota / V2403

43.2

2400

196 @ 1500

4 / 2351

Powershift

Drum

Mechanical

HYSTER

H2.0-3.5UT

Diesel

0 - 175

64

60.0 / 70.0

60.0 / 70.0

84

104

Yes/Pin

Yanmar / 4TNE92

33.9

2450

143 @ 1400

4 / 2659

Powershift

Drum

Mechanical

HYSTER

H2.0-2.5UT

Diesel

0 - 175

64

60.0 / 70.0

60.0 / 70.0

84

104

Yes/Pin

Yanmar / 4TNE94L

33.5

2400

160 @ 1500

4 / 3054

Powershift

Drum

Mechanical

HYSTER

H3.0-3.5UT

Diesel

0 - 175

44

60.0 / 70.0

60.0 / 70.0

84

103

Yes/Pin

GCT/ K25

37.4

2300

186 @ 1600

4 / 2488

Powershift

Drum

Mechanical

HYSTER

H2.0-3.5UT

LPG

0 - 175

64

60.0 / 70.0

60.0 / 70.0

84

103

Yes/Pin

GCT/ K25

37.4

2300

186 @ 1600

4 / 2488

Powershift

Drum

Mechanical

HYSTER

H2.0-3.5UT

Dual Fuel
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*Standard or Optional in select markets or on select models. 
Please refer to the Price List for full option configurations.
Other options available through Special Products Engineering Department (SPED).  
Contact Hyster for details.

STANDARD AND OPTIONAL EQUIPMENT
PERFORMANCE	 STD   	 OPT

H2.0UT 	 X

H2.5UT 	 X

H3.0UT 	 X

H3.5UT 	 X

Yanmar 2.6L diesel engine un-regulated – H2.0-2.5UT	 X

Yanmar 3.0L diesel engine un-regulated – H3.0-3.5UT	 X

Kubota 2.4L diesel engine	 X 	

Serpentine Radiator 	 X

Horizontal Exhaust 	 X

Upswept Exhaust 		  X

High Air Intake 	 X

High Air Intake with Precleaner 		  X

Powershift - 1 Speed Transmission 	 X

Drum brakes 	 X

DRIVE	 STD   	 OPT

Standard Tread 	 X

Wide Tread 		  X

Dual Tread 		  X

7.00 x 12-12 Super Elastic Drive Tyres (Standard Tread) - H2.0-2.5UT 		  X

7.00 x 12-12 PR Pneumatic Drive Tyres (Standard Tread) - H2.0-2.5UT 	 X

28 x 9-15-12 Super Elastic Drive Tyres (Standard Tread) - H3.0-3.5UT 		  X

28 x 9-15-12 PR Pneumatic Drive Tyres (Standard Tread) - H3.0-3.5UT 	 X

7.00 x 12-12 PR Pneumatic Drive Tyres (Dual Tread) - H2.0-2.5UT 		  X

7.00 x 12-12 Super Elastic Drive Tyres (Dual Tread) - H2.0-2.5UT 		  X

28 x 9-15-12 Super Elastic Drive Tyres (Dual Tread) - H3.0-3.5UT 		  X

28 x 9-15-12 PR Pneumatic Drive Tyres (Dual Tread) - H3.0-3.5UT 		  X

6.00 x 9-10 Super Elastic Steer Tyres - H2.0-2.5UT 		  X

6.00 x 9-10 PR Pneumatic Steer Tyres - H2.0-2.5UT 		  X

6.50 x 10-10 Super Elastic Steer Tyres - H3.0-3.5UT 		  X

6.50 x 10-10 Pneumatic Steer Tyres - H3.0-3.5UT 		  X

LIFT	 STD   	 OPT

22 Stage Limited Free Lift 	 X

3 Stage Full Free Lift 		  X

3000mm 2 Stage Limited Free Lift Mast (2010mm Lowered Height) 	 X

3000mm 2 Stage Limited Free Lift Mast (2075mm Lowered Height) 	 X

3000mm 2 Stage Limited Free Lift Mast (2150mm Lowered Height) 	 X

3300mm 2 Stage Limited Free Lift Mast (2160mm Lowered Height) 		  X

3300mm 2 Stage Limited Free Lift Mast (2225mm Lowered Height) 		  X

3300mm 2 Stage Limited Free Lift Mast (2300mm Lowered Height) 		  X

3700mm 2 Stage Limited Free Lift Mast (2360mm Lowered Height)		  X

3700mm 2 Stage Limited Free Lift Mast (2425mm Lowered Height) 		  X

3700mm 2 Stage Limited Free Lift Mast (2500mm Lowered Height) 		  X

4500mm 3 Stage Full Free Lift Mast (2060mm Lowered Height) 		  X

4500mm 3 Stage Full Free Lift Mast (2125mm Lowered Height) 		  X

4500mm 3 Stage Full Free Lift Mast (2200mm Lowered Height) 		  X

4800mm 3 Stage Full Free Lift Mast (2160mm Lowered Height) 		  X

4800mm 3 Stage Full Free Lift Mast (2225mm Lowered Height) 		  X

4800mm 3 Stage Full Free Lift Mast (2300mm Lowered Height) 		  X

5500mm 3 Stage Full Free Lift Mast (2425mm Lowered Height) 		  X

5500mm 3 Stage Full Free Lift Mast (2490mm Lowered Height) 		  X

5500mm 3 Stage Full Free Lift Mast (2565mm Lowered Height) 		  X

Mast tilt - 6° Forward / 6° Back 	 X

Mast tilt - 6° Forward / 12° Back 		  X

HANDLING	 STD   	 OPT

Manual lever hydraulic controls 	 X

Mechanical lever hydraulic controls, designed for clamping applications 		  X

2 Function (0 Auxiliary) Hydraulic Valve 	 X

3 Function (1 Auxiliary) Hydraulic Valve 		  X

4 Function (2 Auxiliary) Hydraulic Valve 		  X

3 Function Hose Group (1 Auxiliary) 		  X

3 Function Hose Group (1 Auxiliary) 		  X

4 Function Hose Group (2 Auxiliary) 		  X

4 Function Hose Group (2 Auxiliary) 		  X

Attachment Extension Tubes - 1 Pair 		  X

1038mm Class II Hook Type Carriage - H2.0-2.5UT 	 X

1100mm Hook Type Carriage - H3.0-3.5UT 	 X

1040mm Hook Type Integral Sideshift Carriage - H2.0-2.5UT 		  X

1100mm Class III Hook Type Integral Side Shift Carriage - H3.0-3.5UT 		  X

1200mm Class II Hook Type Carriage 		  X

940mm Load Backrest - H2.0-2.5UT 	 X

1080mm Load Backrest - H3.0-3.5UT 	 X

40 x 122 x 1070mm Hook Type Standard Tapered Forks - H2.0-2.5UT 	 X

40 x 122 x 1220mm Hook Type Standard Tapered Forks - H2.0-2.5UT 		  X

45 x 122 x 1070mm Hook Type Standard Tapered Forks - H3.0UT 	 X

45 x 122 x 1220mm Hook Type Standard Tapered Forks - H3.0UT 		  X

50 x 122 x 1070mm Hook Type Standard Taper Forks - H3.5UT 	 X

50 x 122 x 1220mm Hook Type Standard Taper Forks - H3.5UT 		  X

CAB	 STD    	 OPT

Cab with Heater 		  X

Cab without Heater 		  X

Front & Top Cab Panels 		  X

Front, Top & Rear Cab Panels 		  X

Rain Cover for Overhead Guard 		  X

Dual Mirrors Side View 		  X

Rear Drive Handle with Horn Button 		  X

ERGONOMICS	 STD   	 OPT

2120mm Low Overhead Guard - H2.0-2.5UT 	 X

2145mm Low Overhead Guard - H3.0-3.5UT 	 X

2180mm High Overhead Guard - H2.0-2.5UT 		  X

Non Suspension Vinyl Seat 	 X

Full Suspension Vinyl Seat (SC29) 		  X

Standard Seat Belt 	 X

Steering wheel with spinner knob 	 X

Directional Lever 	 X

VISIBILITY	 STD    	 OPT

LED work lights 	 X

2 Front LED Work Lights with Stop, Tail, Indicator & Reverse Lights 	 X

2 Front and 1 Rear LED Work Lights with Stop, Tail, Indicator & Reverse Lights 	 X

APPEARANCE	 STD   	 OPT
Hyster yellow paint base truck X

Special paint base truck X

SUPPLEMENTAL	 STD   	 OPT
Literature package 	 X

Parts Manual 	 X

Warranty: 12 Months / 2,000 Hours Manufacturers Warranty (Parts Only) 	 X
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PRODUCT FEATURES
The Hyster® H2.0-3.5UT series brings strength, reliability, productivity and a low cost 
of ownership to operations across industry.  

With a familiar automotive layout, UT lift trucks are easy to use, simple to maintain 
and come with a range of standard features and additional options.

Diesel, LPG or dual fuel models are available to suit the needs of various applications 
including: builders merchants / retail, light manufacturing operations, food and 
beverage, logistics warehouses... and much more.

GET THE JOB DONE
Drivers can get on with the job 
easily and quickly.

n	� Travel speeds up to 20km/h.

n	� Lift capacity options of 2, 2.5, 3 and 
3.5 tones at 500mm load centre.

n	� LED marker lights and work lights 
are offered as standard, along with 
an amber strobe light so the driver 
can see - and be seen - at all times.

n	� A range of masts (LFL and FFL) are 
available with tilt options to suit the 
needs of the application.

n	� Fast lifting and lowering speeds 
thanks to intelligent design of the 
hydraulic system.

n	� Various forks and carriages are 
also available including integrated 
side shift carriages to make load 
handling easy and convenient.

EASY TO USE AND COMFORTABLE
The operator compartment offers a 
practical and comfortable working 
environment.
 
n	� Controls are within easy reach and 

simple to operate.

n	� All driver touch points have been 
designed to ease the strain on the 
operator. For example, the shoulder, 
arm and hand positions to operate 
the steering wheel, hydraulic levers, 
park brake and other controls.

n	� Optional adjustable full suspension 
seat and a steering column with  
a 6-degree tilt range help to  
maximise comfort.

n	� Clear 3.5-inch LCD display gives the 
driver information at a glance.

n	� Mast design provides good visibility 
of the load and forks with wide mast 
window and neatly routed hoses.

n	� Rear drive handle with integrated 
horn makes reverse driving more 
comfortable, allowing the driver 
to easily hold the best position for 
reversing, particularly when carrying 
bulky loads on the forks.

n	� Partial cabins or full cabins are 
available. The full cabin has steel 
doors, front and rear screens with  
a wash and wipe function.
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PRODUCT FEATURES
STRONG AND RELIABLE
Durable and fit for purpose,  
UT trucks are built to last,  
for a long working life.

n	� Proven, high quality and robust 
components (qualified through 
Hyster development centre in 
China) result in reliable operation 
and lower wear and tear. 

n	� One-piece welded frame with many 
components cast, including the 
drive axle housing.

n	� Proven industrial engines are 
used. Diesel trucks feature Yanmar 
engines while LPG and dual fuel 
models feature the GCT K25.

n	� Single speed powershift 
transmission is well proven,  
reliable and efficient.

n	� Tilt cylinders are sealed to  
minimize contamination.

n	� Large, high-quality filters aid 
optimum performance. 

n	� Reduced risk of unplanned 
downtime thanks to excellent 
cooling by the radiator, which 
manages engine coolant and 
transmission oil. 

n	� Auxiliary hoses are centered on the 
free lift cylinder to eliminate hose 
twisting and there is positive hose 
retention with large radius bends to 
minimise hose scuffing.

n	� Various forks and carriages are 
also available including integrated 
side shift carriages to make load 
handling easy and convenient. 

SIMPLE TO MAINTAIN
The H2.0-3.5UT lift trucks are easy  
to maintain, reducing service time  
and costs.

n	� No special tools are required 
for servicing, so it is ideal for 
customers looking to self-service. 

n	� Regular service items are  
easily accessible.

n	� Easily removable floor plate  
and quick release hood (opens  
70 degrees).

n	� No PCs, laptops or diagnostic tools 
needed thanks to the simplicity of 
the components and specification. 

n	� Fast availability of cost-effective 
replacement parts.

n	� Backed up by a standard warranty. 



www.hyster-bigtrucks.comwww.hyster.eu infoeurope@hyster.com /HysterEurope @HysterEurope /HysterEurope

STRONG PARTNERS. TOUGH TRUCKS.TM

FOR DEMANDING OPERATIONS, EVERYWHERE.

Hyster® supplies a complete range of warehouse 
equipment, IC and electric counterbalanced trucks, 
container handlers and reach stackers. Hyster® is 
committed to being much more than a lift truck supplier. 

Our aim is to offer a complete partnership capable of 
responding to the full spectrum of material handling 
issues: whether you need professional consultancy on 
your fleet management, fully qualified service support, 
or reliable parts supply, you can depend on Hyster®.

Our network of highly trained dealers provides expert, 
responsive local support. They can offer cost-effective 
finance packages and introduce effectively managed 
maintenance programmes to ensure that you get 
the best possible value. Our business is dealing with 
your material handling needs so you can focus on the 
success of your business today and in the future.

HYSTER-YALE UK LIMITED trading as Hyster Europe. Registered Address: Centennial House, Building 4.5, Frimley Business Park, Frimley, Surrey GU16 7SG, United Kingdom.

Registered in England and Wales. Company Registration Number: 02636775. 
©2019 HYSTER-YALE UK LIMITED, all rights reserved. HYSTER,  and STRONG PARTNERS. TOUGH TRUCKS. are trademarks of HYSTER-YALE Group, Inc.  

Yanmar is a trademark of Yanmar Co. Ltd.

Hyster products are subject to change without notice. Forklift trucks illustrated may feature optional equipment. 

Printed in EU. Part number:  3991402 Rev. 01-03/21-HG

HYSTER EUROPE 
Centennial House, Frimley Business Park, Frimley, Surrey, GU16 7SG, England.
Tel: +44 (0) 1276 538500


